MICA STRIP HEATERS




TOP QUALITY MICA INSULATION

STANDARD STEEL SHEATH WITH SPECIAL
SURFACE TREATMENT TO INCREASE
HEAT TRANSFER AND TO RETARD
OXIDATION (STAINLESS STEEL

OPTIONAL)

Omega produces thin,
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NICKEL-CHROME
RIBBON ENGINEERED

FOR LONGEST LIFE AT RATED
WATTS & VOLTS

POST TERMINALS - RIVETED FOR POSITIVE

7 a) ELECTRICAL CONNECTION TO ELEMENT.

OPTIONS

efficient heaters, insulated

with top quality mica. Heat
from the precision wound
nickel-chrome elements is laads
transferred rapidly to your
working surface for quick
warm-up and response.
Omega encases the mica

cores in a corrosion

resistant shell and forms
the heaters with a butt

seam for uniform
thickness.

A Flexible Armor (BX) installed over
flexible leads

K Additional thickness, specify
standard thickness is 3/16"

B Metal braid installed over flexible L Series with leads—specify option
A.BorC
C Flexible leads—teflon and M Dual voltage, specify

fiberglass insulated nickel or

nickel clad conductor N Stainless steel sheath, designed for

higher sheath temperatures

D Strain relief bracket
O Grounding stud

E Terminal Box
P Series with post terminals
F Flexible Armor in Right Angle
Bracket R Mounting slots 2" x %", one at
each end of strip
G Thermocouple or Clearance Holes
S Mounting slots 4" x #&", specify
H Button Terminals location
| Appliance Pins T No mounting slots

J Twist lock plug installed on leads




Mica Strips With Post Terminals

P1R

Post terminals at each end of the heater with
mounting slots

Available in %" widths or wider.

P3R

Post terminals at same end of heater with
mounting slots

At right angle to length
Available in 2" widths or wider.

Post terminals at same end of heater with
mounting slots

Tandem along the length

Available in 1" widths or wider.

Post terminals at same end of heater with
mounting slots
Terminals set off center along the length

Available in 1%" widths or wider.

Mica Strips With Leads

L1CR

Flexible fiberglass leads exiting heater from
same end with mounting slots

Available in 1" widths or wider.
Option “C" shown — leadwire

L3BR

Metal braided flexible leads exiting heater from
outside top surface with mounting slots

Available in 1" widths or wider.

Option "B"” shown — braid

L2CR

Flexible fiberglass leads exiting heater from
each end with mounting slots

Available in %" widths or wider.
Option “"C" shown — leadwire

L3AR

Flexible armor installed over fiberglass lead-
wire exiting heater from outside top surface
with mounting slots

Available in 1" widths or wider.

Option “A" shown — armor







